Air Dose Rates inside the Buildings

Sampling Period

Unit 1: from April 1, 2016 to April 30, 2016
<table>
<thead>
<tr>
<th>Fukushima Daiichi NPS</th>
<th>Unit 1 Reactor Building 1st Floor</th>
<th>[mSv/h]</th>
</tr>
</thead>
</table>

<table>
<thead>
<tr>
<th>Location</th>
<th>Activity (mSv/h)</th>
</tr>
</thead>
<tbody>
<tr>
<td>2FL</td>
<td>3.5</td>
</tr>
<tr>
<td>1FL</td>
<td>1.4</td>
</tr>
<tr>
<td></td>
<td>1.5</td>
</tr>
<tr>
<td></td>
<td>3</td>
</tr>
<tr>
<td></td>
<td>1</td>
</tr>
<tr>
<td></td>
<td>2.2</td>
</tr>
<tr>
<td></td>
<td>1.8</td>
</tr>
<tr>
<td></td>
<td>1</td>
</tr>
<tr>
<td></td>
<td>0.10</td>
</tr>
<tr>
<td></td>
<td>0.12</td>
</tr>
<tr>
<td></td>
<td>0.16</td>
</tr>
<tr>
<td></td>
<td>0.002</td>
</tr>
<tr>
<td></td>
<td>0.002</td>
</tr>
<tr>
<td></td>
<td>0.025</td>
</tr>
<tr>
<td></td>
<td>0.025</td>
</tr>
<tr>
<td>Primary</td>
<td>Containment Vessel</td>
</tr>
<tr>
<td>Fukushima Daiichi NPS</td>
<td>Unit 1 Reactor Building 3rd Floor</td>
</tr>
<tr>
<td>----------------------</td>
<td>---------------------------------</td>
</tr>
</tbody>
</table>

### Diagram

- Primary Containment Vessel
- Spent Fuel Pool
- Primary Loop Recirculation System - Motor-Generation Set

### Radiation Levels

- 40 mSv/h
- 28 mSv/h
- 14 mSv/h
- 6 mSv/h
Fukushima Daiichi NPS  Unit 1 Reactor Building 4th Floor  [mSv/h]
Fukushima Daiichi NPS
Unit 2 Radioactive Waste Treatment Facility 1st Floor
Units 1 and 2 Drum Loading Dock
[mSv/h]