
Change of Rules Related to Radiation Protection Gear 
(Expansion of Area not Requiring Full-face Mask)

Though full-face mask is basically required within the site of Fukushima Daiichi Nuclear Power 
Station, the areas where the radioactivity density of the air is confirmed to be less than the 
level requiring full-face mask are designated as areas not requiring full-face mask for the 
purpose of reducing burden on workers and improving workability while ensuring appropriate 
radiation control. The following areas will be added to the areas not requiring full-face mask 
starting from April 2013.

1. Construction areas (Newly designated as the areas not requiring full-face mask)
Full-face mask will no longer be required in the following areas after completing tree trimming, surface soil 
removal and gravel installation and once the radioactivity density of the air is confirmed to be less than the 
level requiring full-face mask. Dust mask (such as N95) will still be required during work to ensure safety.
(1) Multi-nuclide removal equipment construction area (Early April)
(2) Temporary cask storage facility (Early April)
(3) Parking lots in the power station site and parking lot construction area outside of the power station site 
(Late April)
(4) Incineration facility construction area (April or May) 

2. Vehicle contamination inspection area (to be added to the areas not requiring full-face mask)
As it has been confirmed that there is hardly any impact of the dust generated from construction vehicles, etc. 
on the lanes where vehicle screening is performed*, the lanes without a continuous dust monitor installed will 
be added to the areas not requiring full-face mask. Though a continuous dust monitor was previously installed 
in each lane, continuous dust monitor will be installed in the representative lane only from now on to continue 
monitoring.
*The continuous dust monitor alarm has not gone off due to an increase of dust density during the period from 
August to December 2012. The filter attached to masks worn by measurement staff was not contaminated.
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＜1F構内全面マスク着用省略可能エリア＞
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構内車両駐車場（建設地）

　

現在設定している全面マスク省略可能エリア

主要な移動ルート

構内企業棟を使用する段階で、全面マスク着用省略可能エリアに設定するエリア

今後設定する全面マスク着用省略可能エリア（新規建屋等建設工事エリア）

キャスク仮保管設備（建設地）

焼却炉設備（建設地）

多核種除去設備（建設地）

Areas not Requiring Full-face Mask 1
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Main route

Current areas not requiring full-face mask
Areas to be designated as areas not requiring full-face mask when the 
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mask this time

Units 5-6 Service Building

Main Anti-earthquake Building

Main gate

Cooperative Company Center Welfare Building

West gate
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Vehicle contamination inspection area

(1)

Incinerator Facility (Construction site)

Temporary Cask Storage Facility (Construction site)

Parking lot for the vehicles inside the power station site 
(Construction site)

Multi-nuclide Removal Equipment (Construction site)

Parking lot for the vehicles outside the power station site 
(Construction Site)

Cooperative Company Center 
Welfare Building parking lot

Entrance Control Facility (Construction site)

Areas not requiring full-face mask in Fukushima Daiichi NPS



Survey Results Obtained in the Multi-nuclide Removal Equipment Construction Area 2
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（参考）γ線サーベイ結果 （単位：μＳｖ／ｈ）

測定ポイント 線量率 測定ポイント 線量率
① 6.0 ⑪ 1.9
② 6.0 ⑫ 1.6
③ 5.0 ⑬ 2.4
④ 8.0 ⑭ 5.0
⑤ 2.9 ⑮ 2.1
⑥ 3.0 ⑯ 1.8
⑦ 3.6 ⑰ 2.3
⑧ 2.9 ⑱ 12
⑨ 2.0 ⑲ 2.0
⑩ ＜１ ⑳ 25

測定日：　平成２５年１月３１日

試料採取箇所 採取試料 採取日 Cs-134 ※１ Cs-137 ※１ 合計値 ※１、※２
（参考）

空間線量率

1 ダスト 平成25年1月31日 < 1.6E-06 < 2.1E-06 検出限界濃度未満 -

2 ダスト 平成25年2月14日 < 1.2E-06 < 1.5E-06 検出限界濃度未満 -

③ 表土 7.3E+03 1.3E+04 2.1E+04 5.0μSv/h

⑩ 表土 1.9E+03 3.7E+03 5.6E+03 ＜1.0μSv/h

⑭ 表土 1.2E+04 2.3E+04 3.5E+04 5.2μSv/h

⑱ 表土 3.5E+04 6.4E+04 9.9E+04 12μSv/h

⑲ 表土 1.5E+03 2.8E+03 4.3E+03 2.0μSv/h

⑳ 表土 4.1E+03 7.4E+03 1.2E+04 25μSv/h

※１：ダストの濃度の単位（Bq/cm3）、表土の濃度の単位（Bq/kg）

※２：除染電離則では、5.0E+05Bq/kgを超える高濃度汚染土壌を取り扱う作業で、かつ高濃度粉塵作業（10mg/m3
を超える）の場合には、捕集効率95％以上の防塵マスクを着用することとしている。

平成25年1月31日
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- The radioactivity density of the air is lower than the level requiring full-face mask (2.0E－04Bq/cm3).
- Though radioactive materials are prevented from being stirred up through tree trimming, surface soil removal and 
gravel/concrete installation in the area, disposable dust mask (such as N95) will still be required during work to 
ensure safety. 

- Full-face mask is required in the case that leakage of contaminated water is detected at the facility.

*1 Unit for dust radioactivity density: Bq/cm3, Unit for surface soil radioactivity density: Bq/kg
*2 Dust mask with particle filtration efficiency of more than 95% is required for work handling 
highly radioactive contaminated soil (exceeding 5.0E+05Bq/kg) and highly radioactive dust  
(exceeding 10mg/m3) in accordance with the regulation related to ionizing radiation during 
decontamination.
(Reference) γray survey results (Unit: μSv/h)  Measurement date: January 31, 2013
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(Reference) γray survey results (Unit: μSv/h) 
Measurement date: January 31, 2013

Multi-nuclide removal equipment
construction area

- The radioactivity density of the air is lower than the level requiring full-face mask (2.0E－04Bq/cm3).
- Though radioactive materials are prevented from being stirred up through tree trimming, surface soil removal and 
gravel/concrete installation in the area, disposable dust mask (such as N95) will still be required during work to 
ensure safety.

Survey Results Obtained in the Temporary Cask Storage Facility Construction Area

*1 Unit for dust radioactivity density: Bq/cm3, Unit for surface soil radioactivity density: Bq/kg
*2 Dust mask with particle filtration efficiency of more than 95% is required for work handling 
highly radioactive contaminated soil (exceeding 5.0E+05Bq/kg) and highly radioactive dust  
(exceeding 10mg/m3) in accordance with the regulation related to ionizing radiation during 
decontamination.
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